REVISIONS

REV. DESCRIPTION DATE APPROVED

A INITIAL RELEASE 03/22/06 ADM.

FPROFRIETARY INFORMATION
NOT TG BE RELEASED
OUT WRITTEN PLRMISSION
OM AN AUTHORIZED
REPRESENTATIVE OF
APPLIED ENGINEERING PRODUCTS
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NOTES:
MATERIALS:
1. INSULATORS = VIRGIN WHITE TEFLON PER ASTM D1710, GRADE 1, TYFE |, CLASS "B
2. CONTACT = BERYLLIUM COPPLER PER ASTM B196, ALLOY C17300, TEMPER TDOZ.
3. LOCKWASHER = PHOSPHOR BRONZL PER ASTM B 139, COPPER ALLOY C53400, TEMPER HO4.
4. GASKET = SILICONE RUBBER 45-55 DUROMETER DOW CORNING SILASTIC 250.
5. ALL OTHER METAL PARTS = BRASS PER ASTM B 16, ALLOY C36000, TEMPER HOZ.
FINISHES:

CONTACT = GOLD PFLATE PER MIL-G—45204, TYFE II, CLASS 1, GRADE C, OVER

00010 TCO 00020 STRESS FREE SULFAMATE NICKEL PER QG-N-290.
2. SOLDER FITTING = GOLD PLATE PER MIL-G-45204, TYPE I, CLASS 0, GRADE C,

OVER 00010 TO 00020 COPPER STRIKE PER MIL-C—-14550.
3. ALL OTHER METAL PARTS = NICKEL PLATE PER QQ-N-230, CLASS 1, GRADE G,
EXCEFT 0001 TO 0002 THICK OVER 00005 TO 0001 THICK COPPER FER MIE-C 14550,
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